
Report No. T14-B370-22-586

Special Equipment Type Test Report
(Lift)

Category of equipment: Lift major component

Type of equipment: Driving machine

Name of product: Lift traction machine

Model of product: WYT-L

Applicant: Shenyang Bluelight Drive Technology D蘀v瀅쀀
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Drive Technology Co., Ltd.

Category of type test: First test

Test date: 2022-12-20

NETEC Inspection and Testing (Beijing) Co., Ltd.
National Elevator Inspection and Testing Center



NOTICE
1. Type test report is based on the Regulation for type tests of lifts (TSG

T7007 2022).
2. NETEC Inspection and Testing (Beijing) Co., Ltd. is the impersonal entity of

National Elevator Inspection and Testing Center, the abbreviation and logo
of NETEC Inspection and Testing (Beijing) Co., Ltd. (National Elevator
Inspection and Testing Center) both are NETEC.
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1 Technical parameters and configuration of the sample

Name of product Lift traction machine

Model of product WYT-L

Structure tyu

-



NETEC Lift Type Test Report No. T14-B370-22-586
Page 3 of 7

1 Technical parameters and configuration of the sample (continued)

Gear
reducer

Structure type /

Reduction gear ratio /

Reduction steps /

Center (cone) distance /

Shaft angle /

Specifications of lubricating oil /

Material of transmission interface /

Driving
sheave

Number of suspension mean 8

Type of grooves/
Shape of traction surface

Semicircular groove with cut

Diameter of suspension mean 8 mm

Heat treatment /

Pitch diameter 320 mm

Mode of wrapping Single-wrap

Material of traction surface
(applicable to coated belt)

/

Material mark of traction surface
coating or plating

(applicable to coated belt)
/

Hardness range of traction surface
(applicable to coated belt)

/

Applicable coated belt model /

Applicable coated belt width /

Applicable coated belt thickness /

Material of outer coating for coated belt /
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1 Technical parameters and configuration of the sample (continued)

Brake

Model BLS

Action position Traction sheave shaft

Numbers and structure type 2 sets, disc type

Insulation grade F

Rated working voltage of
electromagnet

DC 110 V

Diameter of brake sheave or
inner and outer diameter of
friction part of brake disc

Internal diameter: 228 mm
External diameter: 278 mm

Explosion protection type /

Explosion protection grade /

Rated working pressure of
hydraulic brake release device /

Rated sustaining voltage/current
of electromagnet DC 110 V

Applicable
driving
system

Speed control mode AC variable frequency control

Type of speed controller Frequency inverter

Type of speed feeg■ ied
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3 Check and test the sample

No. Items No. Check and test items Check and test results Conclusion

1 X6.1.1 Insulation resistance of stator
winding

Comply with requirements Pass

2 X6.1.2 Withstand v
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4 Commission test items by the applicant

No. Items No. Test contents and requirements Test results Conclusion

1
GB/T 7588.1

2020
§5.9.2.2.2.6

The brake pad shall be incombustible.
Near the brake, there should be warning
information about the replacement of
brake pads after wear (such as inspection
methods, replacement conditions, etc.).

Comply with
requirements

Pass

5 Sample photo

6 Change information of type test report
When the name or address of the applicant and the overseas manufacturer changed, the

applicant should submit the change application and the corresponding supporting information to
NETEC. After confirmation, NETEC should indicate the change on the attached page “Change
information of type test report”, take back the original type test certificate and issue a new one.
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